Slic-tow

Trailers

Ground-level loading ....
Full Air Suspension!

The trailer that quickly pays for itself!



FLATBED MODELS

MODEL SN10-55 $10-5 $12-5 7T12-75 T14-75 7T10-10 T12-10 T14-10 T16-9 RT14-12
Capacity-lbs. 5500 5500 5,000 7.500 7,500 10,000 10,000 10,000 9,000 12,000
Deck Width 4"9"(57") 6'3"(75") 6'3"(75") 6'3"(75") 6'3"(75") 6'3"(75") 6'3"(75") 6'3"(75") 6'3"(75") 6'3"(75")
Deck Length (inc. ramp) 10 ft. 10 ft. 12 ft. 12 ft. 14 ft. 10 ft. 12 ft. 14 ft. 16ft. 14 ft. )
Ramp Size 18" 18" . 18" 18" 18" . 18" . 18" 18" 18" 18"

Axles B ] Single Single Single Tandem Tandem  Tandem Tandem  Tandem Tandem  Tandem
Wheels/Tires 16" 16" 16" 16" 16" 16" 16" 16" 18" 18
Brakes Electric Electric Electric Electric (1) Electric (1) Electric (2) Electric (2) Electric (2) Electric (2) Electric (2)
Suspension Air Air Air Air Air Air Air Air Air Rubber
Lift Mechanism i Hydraulic  Hydraulic Hydraulic Hydraulic Hydraulic  Hydraulic Hydraulic  Hydraulic  Hydraulic
Coupler - 2-5/16" Ball Yes Yes Yes Yes Yes Yes Yes  Yes Yes
Trailer Weight (Ibs.)** 1995 2390 2585 3250 3450 3195 3325 3495 3665 3575
Color Blue Blue Blue Blue  Blue Blue Blue Blue Blue Blue

** Weight will vary with optional equipment

AXLES
Heavy duty axles are specially de-
signed for the Air-tow trailer and built

AIR SUSPENSION
Unbelievably smooth ride! The sys- |
tem automatically adjusts the airbag |

| pressure to compensate for any |
weight so that the trailer always rides

at the same height.

EXTRA WIDE DECK

The deck is 6’ 3" (75") wide and can
easily handle larger Bobcats, wide
pavement sweepers, two scissor
lifts side-by-side, three safes side-
by-side, etc.

HEAVY DIAMOND STEEL DECK

Heavy thickness deck plate, along
with critical spacing of all chassis
members, eliminates floor warpage

| when carrying concentrated weight

such as large "safes” etc.

FENDERLESS

No protruding fenders to damage.
Chassis design allows maximum
deck width while maintaining a legal
overall trailer width.

| to accommodate the air suspension.
They are mounted with heavy duty
tapered roller bearings and can be
| adjusted for proper camber and tow-
in, ensuring longer tire life.

HEAVY DUTY TONGUE JACK
A 7000 Ib. heavy duty jack is bolted to
the main tongue member. It features

quick adjust drop-leg.

a comfortable side-wind crank and a |

MOTOR COMPARTMENT

Inside this lockable compartment are

the 12V motor, hydraulic pump/tank,

high capacity 12V deep cycle battery,
| fuse box and master switch.

STORAGE COMPARTMENT

This side is ideal for tools and tie-
downs. It can also be locked for
added security.

‘ ROCK LINE PRODUCTS INC. 1480 Arrow Hwy. La Verne, CA 91750




UTILITY MODELS

MODEL USN10-55 US10-5 US12-5 UT12-75 UT14-75 UT10-10 UT12-10 UT14-10 UT16-9 URT14-12
Capacity - Ibs. 5500 5500 5,000 7,500 7,500 10,000 10,000 10,000 9,000 12,000
Deck Width 4"9"(57") 6'3"(75") 6'3"(75") 6'3"(75") 6'3"(75") 6'3"(75") 6'3"(75") 6'3"(75") 6'3"(75") 6'3"(75")
Deck Length (inc. ramp) 10 ft. 10ft. 12t 12t 14 1. 10 ft. 12 ft. 14 1, 16 ft. 141t
Ramp Size 18" 18" . 18" 18" 18" . 18 . 18" 18" 18" 18"

Axles Single Single Single Tandem Tandem  Tandem Tandem Tandem Tandem Tandem
Wheels/Tires 16" 16" 16" 16" 16" 16" 16" 16" 16" 16
Brakes B Electric Electric Electric Electric (1) Electric (1) Electric (2) Electric (2) Electric (2) Electric (2) Electric (2)
Suspension Air Air Air Air Air Air Air Air Air Rubber

Lift Mechanism _ Hydraulic Hydraulic  Hydraulic Hydraulic  Hydraulic Hydraulic  Hydraulic  Hydraulic  Hydraulic  Hydraulic
Coupler - 2-5/16" Ball Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes

Trailer Weight (Ibs.)** 2120 2545 2745 3400 3600 3345 3475 3645 3895 3695

Color Blue Blue Blue Blue Blue Blue Blue Blue Blue Blue

** Weight will vary with optional equipment

| FINGER TIP CONTROL i

Raising or lowering the deck could |
not be easier. Push the lever in one |
direction and the hydraulic system |
will engage and raise the deck in less

then 15 seconds. Reverse the lever

and the deck will gravity lower at a

smooth controlled speed.

AUTOMATIC DECK LATCH

No loose pins, no tools required!
Once the deck is fully raised, a spring
activated latch automatically locks
the deck in position.

“D” RINGS

Eight heavy duty “D" rings are located

along the edge of the trailer deck (four
| are evenly spaced along each side).
| These rings provide a positive loca-
tion to secure your load with tie-down
straps or chains.

SAFETY CHAIN ADJUSTMENT
An improper chain length may drag
on the ground and become ruined.
With the slotted link adjustment, that
problem is eliminated.

| MASTER SWITCH

The entire trailer electrical system
can be turned off with the master
switch. For added security, lower the
trailer deck, turn off switch and lock
compartment door. No one can tow
your trailer.

ELECTRICAL FUSES

All the electrical components are
protected by fuses. They are clearly
identified and easily accessible.

ADJUSTABLE COUPLER MOUNT
To accommodate different vehicle
hitch heights, there is a 5-position
coupler channel. This allows you to
position the ball or pintle coupler and
ensure a level trailer ride.

AUTOMATIC COUPLER
| The self locking coupler complies
| with all SAEJ684 safety & testing
| requirements for trouble free use.
As you lower the coupler over the
ball it will automatically open and
then relock when seated.

909-392-2170 WWW.AIRTOW.COM







